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ABSTRACT 
Fixation of chromated copper arsenate type C (CCA-C) solution on wood, measured by hexavalent 
chromium reduction, follows different rates in different reaction zones. We identify two main zones: 
an initial reaction and a second main reaction. The main reaction zone in red pine (Pinus resinosa 
Ait.) starts once approximately 47% of the total CrV' in the impregnated CCA-C solution is fixed on 
wood matrix. The second main fixation reaction follows first-order reaction kinetics, and an Arrhenius 
type of correlation can be used in modeling the fixation kinetics. We obtained similar values of 
Arrhenius parameters for CCA-C concentrations of 1% and 3%. The activation energies for fixation 
reactions in the second zone were 87.6 and 88.1 kJlmol for 1% and 3% CCA-C concentrations, 
respectively. The pre-exponential factors of the reaction rate constant were 2.7 X 1013 and 2.2 X 10" 
h-' for 1 and 3% solutions, respectively. By combining the reaction rate equations and the temperature- 
dependence (Arrhenius) relationship, a mathematical model for the main reaction of 1% CCA-C fix- 
ation in red pine was produced. 
This model estimates the percentage of CCA-C solution fixation on red pine for a given time (in 
hours)/temperature (K) history of the wood following treatment. 
Keywords: Preservative, CCA-C, wood, red pine (Pinus resinosa Ait.), fixation, main reaction, mod- 
el, activation energy. 
INTRODUCTION 
When chromated copper arsenate (CCA) 
preservatives come into contact with wood, a 
large increase in pH occurs. This rise of pH is 
at first rapid, then slow, and finally oscillates 
until pH reaches its final values. Based on ob- 
servations of pH behavior, Dahlgren and Hart- 
ford (1972a) assumed that a series of consec- 
utive and parallel reactions occur during CCA 
fixation processes, although the basic reaction 
t Member of SWST. 
is described as the reduction of chromium 
from the hexavalent to trivalent state. The 
course of fixation consists of two or three 
zones (Dahlgren 1975; Pizzi 1982). In the first 
zone, the initial fixation reactions occur so fast 
that they are often regarded as instantaneous. 
Kazi and Cooper (2000) observed that the first 
reaction zone ends when CrV1 concentration 
reaches approximately 50% of its initial value, 
and the second or main reaction takes over for 
the remainder of the fixation process. 
There is an extended period of increasing 
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pH from approximately 3.2 to 5.5 following 
the initial reactions, during which the majority 
of the CCA components react. Reactions in 
this zone are thought to involve HCrO, ion 
with lignin to form polymeric insoluble com- 
plexes; while additional CrV1 (hexavalent chro- 
mium) is adsorbed by cellulose (Pizzi 1981). 
CrV1 is also consumed during the oxidation of 
primary alcohol groups with consumption of 
protons and reduction of CrV1 to the trivalent 
state (Dahlgren and Hartford 1972a). 
Studies based on the reaction of CCA with 
model compounds and on sawdust and more 
recent studies on solid wood by X-ray photon 
spectroscopy (XPS), diffuse reflectance Fou- 
rier transform infrared spectroscopy (DRIFT), 
electron spin resonance spectroscopy (ESR), 
and other techniques provide conflicting evi- 
dence for the types of reactions occurring. 
XPS and DRIFT studies (Ostmeyer et al. 
1988, 1989) suggest chromium oxidation of 
lignin and formation of chromium esters with 
lignin components. These reactions support 
Pizzi's (1981, 1982) work. Other studies (Kal- 
das et al. 1998; Yarnamoto and Rokova 1991) 
show that there is a relative decrease in carbon 
reacted with one oxygen that is best explained 
by oxidation of -OH groups on hernicellulose 
and cellulose. However, there are not increases 
in highly oxidized carbonyl and carboxylic 
acid groups that would be expected from such 
oxidations. This is explained by decarboxyl- 
ation reactions that release CO, (Williams and 
Feist 1984; Yamamoto and Rokova 1991; Por- 
andowski et al. 1998). It is apparent that oxi- 
dation of the wood can occur on different 
components, located at different sites within 
the cell wall, and forming different types of 
reaction products. In the chromium reduction 
process, it is apparent by ESR that interme- 
diate chromium oxidation states, in particular 
CrV, exist for significant times, which depend 
on the fixation conditions (Yamamoto et al. 
1993; Hughes et al. 1992). 
The rate of CCA fixation on wood in the 
main reaction zone has been reported to follow 
either first-order (Alexander and Cooper 1991) 
or second-order (Dahlgren and Hartford 
1972b; Pizzi 1982) reactions with respect to 
hexavalent chromium concentration. Since 
chromium is the last CCA component to be 
stabilized in wood (Cooper et al. 1993), C C I ~  
fixation is usually monitored by following the 
reduction of hexavalent chromium in wood 
following treatment through qualitative or 
quantitative tests for CrV1 (Foster 1988; Coo- 
per and Ung 1993). 
This study focuses on the reaction kinetics 
of red pine to develop a kinetic fixation model 
for the main reaction zone. This model, in 
conjunction with the initial reaction model, 
should predict overall fixation levels by sim- 
ply monitoring wood temperature followin~g 
treatment, and computing the level of fixation 
based on timeltemperature history. Since CC.A 
fixation is temperature-dependent, we selected 
a wide range of treatment temperatures (4, 2:2, 
35, 50, 70, and 90°C) to develop a generalized 
kinetic model. 
KINETIC MODEL DEVELOPMENT 
In the process of CCA fixation, CrV1 is rle- 
duced to Cr1I1 by reducing agents in the wood 
matrix, accompanied by pH changes. The k i -  
netic behavior of a given fixation reaction 
zone can be described in a generalized form: 
where, 
r = reaction rate 
k = reaction rate constant 
t = reaction time for the main reaction zone 
Cr, WOOD, H+: 
= concentrations of reactants CrV1, 
reducing agents in the wood matrix, aind 
hydrogen ion respectively, and 
= reaction order of the corresponding 
components CrV1, reactive sites of 
reducing agent in wood matrix and 
hydrogen ion. 
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In fixation reactions, the reducing agent re- 
mains mainly insoluble and is present in large 
excess in the wood matrix, so its concentration 
can be considered constant (Dahlgren and 
Hartford 1972a). Also, chromium reduction 
and adsorption account for most of the pH 
change (Dahlgren and Hartford 1972a) and the 
H+ effect can be combined with the CrV1 ef- 
fect. Thus the rate expression can be modified 
to pseudo nth order of the form: 
where k is a pseudo rate constant that depends 
on concentrations of CrV', reactive wood sites, 
and H+ and other CCA components (Pizzi 
1981, 1982). The pseudo reaction order, n, 
could have any value. When n = 1, the rate 
equation describes a first-order reaction. 
The transition from one reaction zone to an- 
other and the reaction orders (n) for the dif- 
ferent reaction zones can be determined by ap- 
plying the van't Hoff differential form of Eq. 
(2) (Steinfeld et al. 1989): 
where [ E l  is the average chromium concen- 
tration over the interval A[Cr]. The kinetic 
data are plotted as In[-ACr]/(At) versus 
l n [ a ] .  Slopes of each curve in the plot show 
the reaction orders of the corresponding zones. 
The integral form of the first-order reaction 
Eq. (2) can be written as: 
[Cr,] = [C~-,le-~' (4) 
where [Cr,] is the chromium concentration in 
the absorbed solution in wood at the beginning 
of the second or main reaction and [Cr,] is the 
concentration at time t. When n = 2, the re- 
action is second-order with the integral form: 
The temperature-dependence of the rate 
constant can be defined by the Arrhenius 
equation: 
where k, is a pre-exponential factor, E is the 
activation energy, R is the universal gas con- 
stant, and T is the reaction temperature in 
Kelvin. 
If it is assumed that R,% of total fixation 
occurs during the initial reaction, then (100 - 
R,)% occurs during the main reaction. The 
percentage of total chromium fixation, E on 
the wood matrix in the main reaction zone at 
a given time is: 
For a first-order fixation reaction, we can 
substitute the integral rate Eq. (4) into the fix- 
ation Eq. (7), to obtain: 
F(%) = (1 - e-kt) X (100 - R,) (8) 
For a first-order reaction, the effect of initial 
concentration drops out and the equation in- 
dicates that fixation in the main zone is inde- 
pendent of the initial CCA solution concentra- 
tion. Combining this with the temperature-de- 
pendence Eq. (6) yields a fixation model that 
predicts percentage chromium fixation in the 
main reaction zone as a function of time and 
temperature: 
F = (100 - R,) x (1 - e-txk,xedEiRT' ) (9) 
MATERIALS AND METHODS 
Sapwood cubes (25 X 25 X 25 rnm3) were 
sawn from a fresh air-dried red pine (Pinus 
resinosa Ait.) pole section. The samples were 
conditioned in a saturated environment to 
moisture contents ranging from 25-35%. 
CCA-C solutions of 1% and 3% concentra- 
tions (oxides basis) were prepared from a 50% 
CCA-C solution. Six different target fixation 
temperatures were evaluated: 4, 22, 35, 50, 70, 
and 90°C. For each fixation trial, 15 blocks 
each were vacuum impregnated with the 1% 
or 3% CCA-C solutions. Vacuum was applied 
at 20 kPa absolute pressure for 30 min; then 
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the solution at the test temperature was drawn 
in and the vacuum released. This produced 
CCA retentions of approximately 6.4 and 20 
kg/m3 for the 1% and 3% solutions, respective- 
ly. After treatment, the samples were irnrnedi- 
ately weighed and equipped with thermocou- 
ples to measure the actual wood temperatures, 
then allowed to fix in a temperature-humidity- 
controlled fixation chamber. Throughout the 
fixation process, about 95% relative humidity 
was maintained to minimize the evaporative 
cooling effect and to more rapidly equilibrate 
wood temperatures near the wet-bulb temper- 
atures. The samples were then randomly re- 
moved from the chamber at different intervals 
and squeezed in a hydraulic press at 60 MPa 
pressure. The expressed solution was analyzed 
for CrV1 concentration by the diphenylcarba- 
zide method (Coggins and Hiscocks 1978) us- 
ing a spectrophotometer (Shumadzu, UV-16) 
at a wavelength of 540 nm. The CrV1 concen- 
tration data at various treatment intervals and 
temperatures were used in the kinetic model- 
ing studies. 
RESULTS AND DISCUSSION 
A van't Hoff plot of fixation kinetic data at 
a treatment temperature of 22°C (room tem- 
perature) and 1% CCA-C solution concentra- 
tion showed two distinct linear curves with 
slopes of 9.4 and 0.99 (Fig. 1). The 9.4 slope 
component represents the initial reaction zone, 
while the 0.99 value represents the main re- 
action zone and indicates that the process is a 
first-order reaction. In an earlier study (Kazi 
and Cooper 2000), we obtained an average 
slope of approximately 10 for the initial re- 
action zone (i.e., a pseudo tenth-order reac- 
tion). The intersection point of the two reac- 
tion zones indicates the change-over point 
from the initial reaction to the main reaction 
zone. The concentration of CrV1 at the inter- 
section point is the interzone concentration 
[Cr,] or the initial concentration of the main 
reaction zone. The interzone concentration of 
CrV' was about 53% of the total CrV1 concen- 
tration initially used. This concentration was 
0' I I I 
-4 -6 -8 -1 0 -1 2 
In (6) 
FIG. 1. van't Hoff plot showing the two reaction zonr:s 
for 1% CCA-C fixation in red pine at 22'C. 
used as the starting point in all of the main 
reaction plots. 
The measured wood temperatures during 
the fixation studies were 4, 22, 35, 49, 70, and 
88°C for 1% CCA-C and 4, 22, 35, 49, 711, 
and 90°C for 3% CC:A-C. The measured Cr'"' 
concentration in wo'od with fixation time at 
various treatment temperatures fit first-order 
reaction kinetics (Eq. (4)). Examples of p1ol.s 
of logarithmic concentrations, ln[Crvl] vs. fir.- 
ation time (t) for the two concentrations at 
49°C are shown in 'Fig. 2. The reaction rate 
constants (k), derived from these plots for all 
temperatures, and the regression coefficients 
(r2), defining the goodness of the fit of the lin- 
ear equations, are suimmarized in Table 1. Th~e 
linear behavior of the kinetic plots in Fig. 2 
confirms that fixation reactions in the main 
zone followed first-order reaction kinetics for 
both of the treating solution concentrations. 
Plots for the second-order reaction, by corn- 
parison, were not linear (Fig. 3) and showed 
an upward trend indicating that the fixation ki- 
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FIG. 2. Experimentally obtained kinetic data fitted in 
a first-order reaction model for 1% and 3% CCA in red 
pine fixed at 4YC. 
T=49 OC 
- 
3% CCA: 
In(Cr) = -0. l l t  - 2.97 
r2 = 0.99 
- 1% CCA: 
In(Cr) = -0.14t - 3.10 
r2 = 0.99 
I I I 
netics in the main zone followed a lower order 
than a second-order kinetics (Hill 1977). 
The exponential drop in CrV1 concentration 
with time is analogous to a radioactive decay 
curve (also a first-order reaction), and a value 
similar to the "half life" of a radioactive iso- 
tope can be determined for the unreduced CrV1 
in the main reaction zone. This "half life" for 
fixation is the time needed to reduce available 
CrVJ at any time to 50% of its present value. 
The estimated ."half life" values for the ex- 
perimental temperature conditions are sum- 
marized in Table 1. For example, at 4°C and 
1% CCA solution, assuming that the main re- 
action started at 50% chromium fixation, the 
time to reach 75% total fixation was approxi- 
mately 690 h; an additional 690 h was re- 
quired to reach 87.5% fixation, etc. In all cas- 
es, the "half life" was longer for 3% CCA 
treatment, confirming that higher concentra- 
tion treatments fix more slowly (e.g., Osborne 
1991). 
TABLE 1 .  First-order reaction rate constants, jixation 
"half times, " and goodness-of-jit of linear relationship of 
In Cr vs. t. 
ICCA] Rate Fixation 
Conc. constant "half life" 
T ("C) (96) ih - ' )  (hours) rZ 
690 
990 
112 
165 
16.3 
28.4 
5.1 
6.5 
0.52 (3 1 minutes) 
0.89 (53 minutes) 
0.11 (6.6 minutes) 
0.15 (8.8 minutes) 
The Arrhenius plots of ln(k) vs. 1/T for the 
different temperatures and two concentrations 
are shown in Fig. 4. The activation energy 
term (EIR) and pre-exponential factor term 
(I&) were obtained from the slopes and the 
intercepts of the Arrhenius plot (Fig. 4). Ac- 
0 10 20 30 40 
TlME (h) 
FIG. 3. Expenmentally obtained kinetic data fitted in 
a second-order reaction model for 1% and 3% CCA in 
red pine fixed at 4YC. 
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1% CCA: 
A -2 - 
5 
s - 
-6 - 
3% CCA: 
In(k) = -10630(1/T) + 30.81 
r2 = 0.995 
-1 0 I I 
FIG. 4. Plots of Arrhenius curves for temperature-de- 
pendence of first-order rate constants for fixation of 1% 
or 3% CCA in red pine. 
tivation energies and pre-exponential factors 
were calculated from these values for the two 
different concentrations. CCA-C solution 
strength had a minor effect on the reaction 
mechanisms within the main fixation zone 
over the concentration range studied. Activa- 
tion energies for the second fixation reaction 
zone were 87.6 and 88.1 kllmol for 1% and 
3% CCA-C solution concentrations, respec- 
tively. Pre-exponential factors (b) were 2.7 X 
10" and 2.2 X lo1' h-' for 1% and 3% CCA- 
C solution concentrations, respectively. The 
activation energies for this zone correspond to 
an approximate doubling of reaction rate with 
each 6.0°C (10.8"F) increase in temperature. 
The activation energies determined were 
somewhat higher than those estimated by oth- 
ers. Dahlgren and Hartford (1972~) observed 
values of approximately 75.8 kJImol in soft- 
woods, Alexander and Cooper (1991) reported 
values of 65-75 kllmol in red pine, and Pizzi 
(1982) observed values of about 77.5 Wlmol 
for reaction of glucose with CCA. These val- 
ues were considerably higher than for the ini- 
40 
0 10 20 30 40 50 
TIME (h) 
FIG. 5. Model simulation of 1% CCA-C solution fi:c- 
ation in red pine at different treatment temperatures over 
a 50-h period beginning at the start of the main reaction 
zone. 
tial reaction zone (approx. 38 kllmol-Kazi 
and Cooper 2000) indicating that the main re- 
action zone was much more sensitive to tern- 
perature than the initial reaction zone. 
Application of these constants for 1% CCPi- 
C treatment of red pine to Eq. (9) and assum- 
ing the initial reaction accounts for 47% chro- 
mium fixation yielded the following fixation 
model: 
where t is in hours and T in K. 
Application of this model at fixation tern- 
peratures of 4, 13, 22, 35, 50, 70, and 90°C 
for the 1% CCA-C solution, produced es~ti- 
mated fixation rates over a 50-h period (Fig. 
5) where fixation time commenced at the start 
of the main reaction zone. 
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The above fixation model, when used in 
conjunction with the tenth order model devel- 
oped for the initial reaction, provides accurate 
estimates of CCA fixation in wood by moni- 
toring wood temperature during fixation. 
CONCLUSIONS 
Fixation of CCA-C solution on red pine is 
a time-and temperature-dependent process, 
which follows first-order kinetics in the sec- 
ond or main reaction zone. For 1% CCA-C 
solution, the second zone starts after approxi- 
mately 47% of the total CrV1 is fixed onto the 
wood matrix. Based on this first-order reaction 
and the Arhennius temperature-dependence of 
the reaction rate constants, a kinetic model 
was developed that expresses percent fixation 
in terms of elapsed time (hours) and temper- 
ature (K). The activation energies for fixation 
of wood treated with 1% and 3% CCA-C 
treatment solutions were determined to be 87.6 
and 88.1 Wlmol, respectively. The models 
were similar for the 1% and 3% solutions al- 
though the fixation times were slightly greater 
for the 3% solution. 
REFERENCES 
ALEXANDER, D. L., AND I? A. COOPER. 1991. Effects of 
temperature and humidity on CCA-C fixation in pine 
sapwood. Proc. Can. Wood Preserv. Assoc. 12:229- 
237. 
COGGINS, C., AND I? HISCOCKS. 1978. Chromium on the 
surface of CCA treated wood. Int. Res. Group on Wood 
Preserv. Doc. No. IRGlWPl386. 
COOPER, I? A,, AND Y. T. UNG. 1993. A simple leaching 
test for quantitative determination of CCA fixation. For- 
est Prod. J. 43(5):19-20. 
, D. L. ALEXANDER, AND Y. T. UNG. 1993. What is 
chemical fixation. in: Chromium-containing waterborne 
wood preservatives: Fixation and environmental issues. 
Pages 7-13 in J. Lang, ed. Forest Products Society. 
Madison, WI. 
DAHLGREN, S. E. 1975. Kinetics and mechanism of fixa- 
tion of Cu-Cr-As wood preservatives. Part VI. The 
length of the primary precipitation fixation period. 
Holzforschung 29: 130-1 33. 
, AND W. H. HARTFORD. 1972a. Kinetics and mech- 
anism of fixation of Cu-Cr-As wood preservatives. Part 
I. pH behaviour and general aspects on fixation. Holz- 
forschung 26(2):62-69. 
, AND - . 1972b. Kinetics and mechanism of 
fixation of Cu-Cr-As wood preservatives. Part 11. Fixa- 
tion of Boliden K,,. Holzforschung 26(3):105-113. 
, AND - . 1972c. Kinetics and mechanism of 
fixation of Cu-Cr-As wood preservatives. Part 111. Fix- 
ation of Tanalith C and comparison of different preser- 
vatives. Holzforschung 26(4):142-149. 
FOSTER, D. 0 .  1988. Proposed A.W.P.A. method for de- 
termination of the presence of hexavalent chromium in 
treated wood. Proc. Can. Wood Preserv. Assoc. 9:29. 
HILL, C. G. 1977. An introduction to chemical engineering 
kinetics & reactor design. John Wiley and Sons, Inc. 
New York, NY. P. 49. 
HUGHES, A. S., R. J. MURPHY, J. E GIBSON, AND J. A. 
CORNFIELD. 1992. Examination of preservative treated 
Pinus sylvestris using electron paramagnetic resonance 
spectroscopy. Int. Res. Group on Wood Preserv. Doc. 
No. IRGlWPl3710-92. 15 pp. 
KALDAS, M. L., P. A. COOPER, AND R. SODHI. 1998. Oxi- 
dation of wood components during chromated copper 
arsenate (CCA-C) fixation. J. Wood Chem. Technol. 
18(1):53-67. 
KAZI, E, AND I? A. COOPER. 2000. Kinetic model of CCA 
fixation on wood-Part 1. Wood Fiber Sci. 32:(3)354- 
361. 
OSBORNE, I? D. 1991. Effect of high CCA retentions on 
the percent fixation and fixation rate. Proc. Am. Wood 
Preserv. Assoc. Vol. 87. Report of Subcommittee T-2. 
OSTMEYER, J. G., T. J. ELDER, D. M. LITTRELL, B. J. TA- 
TARCHUK, AND J. E. WINANDY. 1988. S p e ~ t r 0 ~ ~ 0 p i c  anal-
ysis of southern pine treated with chromated copper ar- 
senate. I. X-ray photoelectron spectroscopy (XPS). J. 
Wood Chem. Technol. 8(3):413-439. 
--, AND J. E. WINANDY. 1989. Spectroscopic 
analysis of southern pine treated with chromated copper 
arsenate. 11. Diffuse reflectance Fourier transform infra- 
red spectroscopy (DRIFT). J.  Wood Chem. Technol. 
9(1):105-122. 
PIZZI, A. 1981. The chemistry and kinetic behaviour of 
Cu-Cr-AslB wood preservatives. Part I. Fixation of 
chromium on wood. J. Polym. Sci., Polym Chem. Ed. 
19:3093-3121. 
. 1982. The chemistry and kinetic behaviour of 
Cu-Cr-AslB wood preservatives. Part IV. Fixation of 
CCA to wood. J. Polym. Sci., Polym. Chem. Ed. 20: 
739-764. 
PORANDOWSKI, J., I? A. COOPER, M. KALDAS, AND Y. T. 
UNG. 1998. Evolution of CO, during the fixation of 
chromium containing wood preservatives on wood. 
Wood Sci. Technol. 32:15-24. 
STEINFELD, J. I., J. S. FRANCISCO, AND W. L. HASE. 1989. 
Chemical kinetics and dynamics. Prentice-Hall, Inc. En- 
glewood Cliffs, NJ. Pp. 11-13. 
WILLIAMS, R. S., AND W. C. FEIST. 1984. Application of 
ESCA to evaluate wood and cellulose surfaces modified 
by aqueous chromium trioxide treatment. Colloids and 
Surfaces. 9:253-27 1. 
Kuzi rt a1.-CCA FIXATION IN WOOD-PART I1 449 
YAMAMOTO, K. AND M. ROKOVA. 1991. Differences and - , H. SONOBE, AND J. N. R. RUDDICK. 1993. The-- 
their causes of CCA and CCB efficacy among some formation of chromium (V) during normal and acce1.- 
softwoods and hardwoods. Int. Res. Group on Wood erated fixation of CCA in treated lumber. Proc. Can. 
Preserv. Doc. IRGIWP1365. Wood Preserv. Assoc. 1454-60. 
